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HumCenter Physical Data and Wiring 
 

Position  Wall‐mounted 

Dimensions  228 x 202 x 65 mm 

Weight  0,7 Kg 

Operating voltage  100‐240V AC, 50‐60Hz ± 10 %  

Max. input current  Max. 30W (Typ. 5W) 

Contact load capacity 
(floating outputs, OUT1/2) 

2A, 230VAC, 50‐60 Hz 

Overvoltage category  II 

Pollution degree  2 

Usage  Only in rooms 

Altitude above mean sea 
level 

2,000 m 

Ambient temperature/ 
humidity 

7‐35°C / Max. 80 %, avoid 
condensation 

 
Technical and Service Inquiries 
draabecare@waltermeier.com  

 

Xx HUM Temp Status
 

ESC 

Alarm 1   Alarm 2 
100...240 VAC
 Main Power

L   N
Cont.1Cont.2Cont.3Cont.4Cont.5 Zone‐BUS    AUX 

Gnd  B    A  Gnd  B   A  Gnd  B   A  Gnd  B   A Gnd  B   A Gnd  B   A Gnd  B   A
29     28   27  2      18       7      6         5      4      3    23    22   21    20    19  18      17  16  15      14   13  12      11   10   926    25   24 

!


	Humidifier Dimensions, Capacity and Clearance
	Mounting and Connection
	Container and Bracket Dimensional & Electrical Data
	Wiring Diagram
	Filter Rail Dimensional and Specific Data
	DI Mixed Bed Tank
	Installation Rail Physical Data
	Container and Bracket Dimensional & Electrical Data
	Wiring Diagram
	Container and Bracket Dimensional & Electrical Data
	Softener Dimensional and Capacity Data
	Twin Alternating Carbon Filter
	Wiring Diagram
	HumSpot Physical Data
	HumSpot Wiring and Symbols
	HumPower Physical Data and Wiring
	MaxHygrostat Physical Data and Wiring
	HumCenter Physical Data and Wiring



